
Mode l : 
L eng th  Gr ade s  

l eng th  g rade r s  f o r  c a r r o t s  have  capac i t i e s  f r om3-
8  t /h .   The  mach ines  g rade  t he  ca r r o t s  by  l eng th 
ove r  s t a i n l e s s  v i b ra t i ng  r i dd l e s  w i t h  i n f i n i t e l y  ad -
j u s t ab l e  spac i ng .The  mach ine  i s  des i gned  i n  such 
a  way  tha t  t he  ca r r o t s  do  no t  a c cumu la t e  i n  t he 
r i dd l e s ,  and  i t  i s  ava i l ab l e  w i t h  2 ,  3 ,  o r  4  g rad i ng .
The  l eng th  g rade r s  a re  de l i ve red  comp le t e  w i t h  i n -
t e rna l  e l e c t r i c i t y  and  a re  p repa red  f o r  t ransve r se 
be l t s  f o r  t he  i nd i v i dua l  g rad i ng .

Mater ia l : 
Pa in t ed  o r  s t a i n l e s s

 
Standard
Model Dimension Capacity t/h

EM1430 1200 mm wide 2 grades 2,5

EM1432 1200 mm wide 2 grades 3

EM1433 1200 mm wide 3 grades 3

EM1434 1200 mm wide 4 grades 3

EM1442 1400 mm wide 2 grades 4

EM1443 1400 mm wide 3 grades 4

EM1444 1840 mm wide 4 grades 4

EM1452 1840 mm wide 2 grades 7

EM1453 1840 mm wide 3 grades 7

EM1454 1840 mm wide 4 length 7

Length  
grades 



A  Rubbe r  damper 
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C Ad jus tabe l  l eg s 

B  Leng th  g rade r s  
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