
Mode l : 
Shak ing  web  c ha i n  c l e ane r 

Shake r  be l t s  a r e  u sed  f o r  r emov ing  sand ,  ea r th , 
and  va r i ous  l oo se  pa r t i c l e s  f r om the  p roduc t . 
Th i s  i s  done  by  convey i ng  t he  p roduc t  on  an  a s -
cend ing  be l t  cha i n .  Be l ow  the  be l t  cha i n ,  a  shak -
e r  whee l  i s  f i t t ed  wh i ch  shakes  t he  cha i n  and  the 
p roduc t .  Loose  pa r t i c l e s  unde r  ø20  mm can  now 
f a l l  t h rough  the  be l t  cha i n .  The  shak i ng  s t r eng th 
can  be  ad jus t ed  on  hand  l eve r ,  pos .  10 .  The  ma-
ch i ne  cons i s t s  o f  t he  f o l l ow ing  ma in  componen t s : 
S tee l - cons t ru c t ed  f r ame ,  d r i v i ng  and  r eve r s i ng 
r o l l e r ,  e l e c t r i c  mo to r ,  end l e s s  be l t  cha i n  cons i s t -
i ng  o f  PVC-coa ted  s t i c k s  a t  i n t e r va l s  o f  app rox .  20 
mm.

Mater ia l : 
Pa in t ed  o r  s t a i n l e s s

 
Standard
Model Dimension Capacity m3

EM1232 650 x 2000 mm  

EM1233 650 x 3000 mm

Shaking web 
chain cleaner 



A  Ad jus tab l e  l egs

A

B

C

C Web-cha ine 

B  Gea r  mo to r  

Ekko Maskiner A/S Pottemagervej 14 7000 Vejle Phone + 45 75881911 


